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Recessed Shower Valve MixerRecessed Shower Valve Mixer

Call Center: +(66) 2700 9299 
e-mail: callcenterthailand@kohler.com

อุปกรณประกอบและอะไหล
SERVICE PARTSSERVICE PARTS

**Color code must be specified when ordering.
NOTE: For all Asia pacific regions (excluding China) add SP (SPxxxxxxx**) in front of the part number when ordering. 

**ระบุรหัสวัสดุเคลือบผิว/สีในการสังซือผลิตภัณฑ
หมายเหตุ: ระบ ุSP เพ่ิมในรหสั SPxxxxxxx** เม่ือสั่งซ้ือผลติภณัฑ์ในประเทศกลุม่เอเชียแปซฟิิค (ยกเว้นประเทศจีน)

ชุดฝาครอบและวาลวผสมฝงกําแพงยืนอาบ
รุน อะตอม
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ROUGH-IN DIMENSIONS

ข้อมลูในคูมื่อนีม้าจากข้อมลูผลติภณัฑ์ลา่สดุท่ีมีอยูใ่นชว่งเวลาการ
จดัพิมพ์ บริษัทฯขอสงวนสทิธ์ิในการเปลีย่นแปลงข้อมลูผลติภณัฑ์ 
บรรจภุณัฑ์ท่ีมีอยูโ่ดยมิต้องแจ้งให้ทราบลว่งหน้า
คูมื่อนีมี้ข้อมลูสาํคญั โปรดมอบเอกสารให้กบัเจ้าของผลติภณัฑ์

ขอสังเกต:
1. เปิดวาล์วนํา้ทําความสะอาดทอ่นํา้ดี เพ่ือขจดัเศษสิง่สกปรกตา่งๆ
2. ตรวจสอบความเสยีหายและรอยร่ัวซมึบนทอ่นํา้ประปา เปลีย่น 
 และซอ่มแซมหากจําเป็น
3. ตรวจสอบระบบสขุาภิบาล
4. ปิดวาล์วทางนํา้เข้า

28955X-4 ชุดฝาครอบและวาลวผสมฝงกําแพงยืนอาบ

กอนเริ่มการติดตั้ง

ระยะการติดต้ัง

BEFORE YOU BEGIN

All information is based on the latest product information 
available at the time of publication. Kohler Co. reserves 
the right to make changes in product characteristics, 
packaging, or availability at any time without notice. 

Please leave these instructions for the consumer. They 
contain important information.

NOTES:

1. Flush the water supply pipe thoroughly to remove debris.

2. Inspect the supply tubing for damage and leakage. 
 Replace and maintain as necessary.

3. Observe all local plumbing and building codes.

4. Shut off the water supply to the fitting.

*ขนาดระยะแสดงค่าโดยประมาณ
*หน่วย: มม.

*Dimensions are approximate.  
*Unit: mm

Note: The recommended dimension for installation can be adjusted according to user preferences and layout.
หมายเหต:ุ ระยะแนะนําการตดิตัง้สามารถปรับได้ตามความเหมาะสมของผู้ใช้งานและพืน้ท่ีตดิตัง้
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การติดตั้ง INSTALLATION

การดูแลรักษาและการทำความสะอาด CARE AND CLEANING

ทดสอบการติดตั้ง INSTALLATION CHECKOUT

For best results, keep the following in mind when caring 
for your product: 
 Always test your cleaning solution on an inconspicuous 
 area before applying to the entire surface.
 Wipe surfaces clean and rinse completely with water
 immediately after applying cleaner. Rinse and dry 
 any overspray that lands on nearby surfaces.       
 Do not allow cleaners to soak on surfaces.
 Use a soft, dampened sponge or cloth. Never use an 
 abrasive material such as a brush or scouring pad to 
 clean surfaces.
 The ideal cleaning technique is to rinse thoroughly and 
 blot dry any water from the surface after each use. 

เพ่ือการดแูลรักษาและทําความสะอาดผลติภณัฑ์ของทา่น
อยา่งมีประสทิธิภาพ โปรดปฏิบตัติามคําแนะนําดงันี ้
 ทดสอบนํา้ยาทําความสะอาดกับพืน้ผิวผลิตภัณฑ์ในบริเวณ
 ท่ีไมเ่ป็นท่ีสงัเกตก่อนใช้นํา้ยาทําความสะอาด
 หลงัจากท่ีใช้นํา้ยาทําความสะอาด เช็ดทําความสะอาดและ
 ล้างนํา้ออกทนัที จากนัน้เช็ดให้แห้ง
 ห้ามแชนํ่า้ยาทําความสะอาดบนพืน้ผิวผลติภณัฑ์
 ใช้ฟองนํา้หรือผ้านุม่ทําความสะอาดพืน้ผิวผลติภณัฑ์ ห้ามใช้
 วสัดหุยาบ เชน่ แปรงหรือแผน่ขดั
 ข้อแนะนําในการดแูลพืน้ผิวผลติภณัฑ์คือ ล้างนํา้สะอาดให้ทัว่
 และเช็ดคราบนํา้บนพืน้ผิวผลติภณัฑ์หลงัจากการใช้งานทกุครัง้

Ensure all coupling nuts are tight. Turn on main water 
supply and check for leaks. Repair as required.

ตรวจสอบให้แนใ่จวา่ ขนันอตทกุตวัจนแนน่ 
เปิดวาล์วนํา้เพ่ือตรวจสอบการร่ัวซมึ ซอ่มแซมหากจําเป็น

Determine where the valve body will be 
located on the wall. Make sure the “Hot” 
marked is on the left. Then drill the 
suitable hole and insert the anchors (1) 
to the hole.

Wrap the threads on the inlet and outlet 
with tape. Connect outlet pipes and 
inlet pipes to the valve body. Then 
tighten the screws (2) to secure the 
valve body to the wall.

Assemble the escutcheon (3) to the 
valve (4). Remove the gasket film then  
position the escutcheon and slide to 
against the wall.

Install the handle (5). Tighten the screw 
(6) with hex wrench (7). Press plug button 
(8) to the hole.

จดัตําแหนง่ท่ีจะตดิตัง้ตวัเรือนวาล์วเข้ากบัผนงั 
ให้แนใ่จวา่เคร่ืองหมาย “Hot” อยูท่างด้านซ้าย 
จากนัน้เจาะรูยดึบนผนงั และสวมพกุ (1)

ใช้เทปพนัเกลยีวพนัรอบทอ่นํา้ดีและทางนํา้ออก 
แล้วตอ่ทอ่นํา้เข้ากบัตวัเรือนวาล์ว จากนัน้ขนัสกรู 
(2) เพ่ือยดึตวัเรือนวาล์วเข้ากบัผนงั

สวมฝาครอบ (3) เข้ากบัวาล์ว (4) จากนัน้ดงึ
ฟิล์มปิดเทปกาวบนแผน่โฟมออก จดัตําแหนง่
ฝาครอบ และเลือ่นฝาครอบชิดผนงั

ประกอบมือบดิก้านโยก (5) แล้วขนัสกรู (6) ให้
แนน่ด้วยประแจแอล (7) จากนัน้ประกอบ
ปุ่ มปิด (8) เข้ากบัรูยดึสกรู

การรับประกันสินคา LIMITED WARRANTY

Kohler (Thailand) Public Company Limited warrants to the original 
products, which are purchased from authorized distributors and dealers 
within Kingdom of Thailand only, to be free of defects in material and 
workmanship.

Within the below mentioned periods from the date of purchase, 
Kohler(Thailand) Public Company Limited will at its election, repair, 
replace or make appropriate adjustment where company’s inspection 
disclose any such defect occurring in normal usage and maintenance but 
is not responsible for labor charges, removal charges, installation, or 
other incidental or consequential costs. In no event shall the liability of 
Kohler(Thailand) Public Company Limited exceed the purchase price 
of the product. This warranty applies only to Kohler Faucets installed in 
Thailand. 
    • Ceramic  Valve(leak/drip) 
        - Lifttime Limited Warranty* for residential use  
        - and Five (5) Years for commercial use
    • Finish                                    One(1) Year 
    • Fitting                                    Three(3) Years
    • Automatic faucet                   One(1) Year
    • Hygiene spray(leak/drip        Five(5) Years for selected models
      from hygiene spray body)      only
    • Shower                                  One(1) Year 
    • Bathroom accessories          One(1) Year 
This limited warranty DOES NOT COVER the defect or damage caused by 
accident, natural disasters such as fire, flood, or earthquake, misuse or 
abuse of products. Improper care and cleaning will avoid the warranty. 
Consumers are responsible for the cost of service parts and service fee 
for such cases. 

To ensure continuous product quality and performance, as well as 
product durability and lifetime, without any damage to the product, 
consumers should purchase and use only genuine service parts and 
after-sales services from Kohler (Thailand) Public Company Limited or 
company’s authorized service centers, distributors, or dealers only. 

*KOHLER®   Faucet Lifetime Limited Warranty

Kohler (Thailand) warrants its faucets manufactured after January 1, 
1997, to be leak and drip free during normal residential use for as long as the 
original consumer purchaser owns his or her home. If the faucet should 
leak or drip during normal use, Kohler (Thailand) will, free of charge; 
replace the new cartridge necessary to put the faucet in good working 
condition.

Kohler (Thailand) also warrants all other aspects of the faucet or 
accessories (“Faucet”)**to be free of defects in material and workmanship 
during normal residential use for as long as the original consumer 
purchaser owns his or her home. If a defect is found in normal residential 
use, Kohler (Thailand) will, at its election, repair, provide a replacement 
part or product, or make appropriate adjustment. Damage to a product 
caused by accident, misuse, or abuse is not covered by this warranty. 
Improper care and cleaning will also void the warranty.

Proof of purchase (original sales receipt) must be provided to 
Kohler(Thailand) with all warranty claims. Kohler (Thailand) is not 
responsible for labor charges, installation, or other incidental or consequen-
tial costs. In no event shall the liability of Kohler (Thailand) exceed the 
purchase price of the Faucet. 

Important: Never use cleaners containing abrasive cleansers, ammonia, 
bleach, acids, waxes, alcohol, solvents or other products not 
recommended for chrome. This will void the warranty. 

To obtain warranty service, please contact your dealers or contact the 
KOHLER (Thailand) Call Center, together with proof of purchase at;

Call Center 

KOHLER (Thailand) Public Company Limited
16th Floor, Jasmine City Building
2 Soi Sukhumvit 23, Sukhumvit Road,
Wattana, Bangkok 10110 
Tel:  02700-9299
Email: callcenterthailand@kohler.com
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