KOHLER.

INSTALLATION INSTRUCTIONS PARALLEL

23490T-4 4 Hole Deck Mount Bath Faucet With Handshower

BEFORE YOU BEGIN

All information is based on the latest product information available at the time of publication. Kohler Co. reserves
the right to make changes in product characteristics, packaging, or availability at any time without notice.

Please leave these instructions for the consumer. They contain important information.

NOTES:

1. Flush the water supply pipes thoroughly to remove debris.

2. Inspect the supply tubing for damage and leakage. Replace and maintain as necessary.

3. Observe local plumbing codes.

4. If possible, install the faucet before installing the tub.

5. The highest working pressure for handshower is 0.5MPa(5bar). If it exceeds 0.5MPa(5bar), a pressure reducer
is needed. The highest water and environment temperature is 60°C. Please keep handshower, showerhead and
shower arm away from heater, or it may become damaged and cause injury to the user.

HANDLE OPERATION

Lift the faucet handle gently. Turn clockwise for hot water, turn counter-clockwise for cold water.
Turn diverter handle clockwise for bath spout, turn counter-clockwise for handshower, middle position for both.
Press the buttons of the handshower to change the water flow.

ROUGH-IN DIMENSIONS
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INSTALLATION

How to Install the Spout

° g Put the O-ring(2) into the top groove of the

washer(3). Put the O-ring(4) into the bottom

10 nﬁ@ groove of the washer(3). Slide the washer
with O-rings onto the shank(1). Insert the
12 = shank into the mounting hole from upside of

the bathtub.

Pre-install the screws(7) into the screw
holes of the threaded ring(8). From
underside of the bathtub, install the fiber
washer(5), steel washer(6) and threaded
ring. Secure the shank by tightening the
screws(7).

Press the spout(12) onto the shank. Position
the spout and keep it frontwards. Align the
screw(11) to the screw hole of the spout and
then tighten it by hex wrench(9). Insert the

plug(10).
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