
C³™-255
Elongated bidet toilet seat with remote control

K-22771A

Features
• Elongated bidet toilet seat and lid
• French Curve™ design with square rear enhances

ergonomic comfort
• Heated seat with five adjustable temperature settings and

warm air dryer
• Hygienic stainless steel wand with five adjustable position

settings
• Front and rear wash modes for cleansing
• Hybrid heater provides continuously heated water for

consistent comfort
• Adjustable water temperature and water pressure
• Choose oscillating or pulsating spray
• Sleek, handheld remote control with two programmable

user presets
• Ergonomically designed side panel offers larger control

buttons for comfortable control
• Seat with antimicrobial agent inhibits growth of odor-

causing bacteria, mold, and mildew. This product does not
protect users against bacteria, viruses, or other disease
organisms. Always clean and wash this product thoroughly
before and after each use

Material
• Plastic construction

Codes/Standards
None Applicable

See website for detailed warranty
information.
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17-9/16"
(446 mm) Min
19-1/2"
(495 mm) Max

Electrical Service Detail

Remote Control

1-1/4"
(32 mm)15-1/2" (394 mm)

13-1/4"
(337 mm) Min

5-3/8" (137 mm) Min
8-1/4" (210 mm) Max

20-11/16"
(525 mm)

5-1/8"
(130 mm)

11-13/16"
(300 mm)

8-5/16"
(211 mm)

1-1/4"
(32 mm)

9"
(229 mm)

1-3/16"
(30 mm)

2-1/4"
(57 mm)

16-1/8"
(410 mm)

2"
(51 mm)

6" (152 mm) Min

32" (813 mm) R.

Technical Information
All product dimensions are nominal.
Seat-mounting

holes:
140" (3556 mm)

Notes
Install this product according to the
installation guide.
Connect the seat to a cold water supply of
drinking quality water at a pressure of 20 psi -
80 psi (139 kPa - 551 kPa).
Do not install this seat in a location where: (1)
water might be splashed on the product or
(2) excessive moisture, high humidity levels,
or condensation is present. This will avoid
damage to the electronic components.
Locate the recepticle at least 6" (152 mm)
above the floor, and within a 32" (813 mm)
radius measured 2" (51 mm) from the bowl
ledge.
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