
Components™
Deck-mount Rocker trim and mixing valve with

handshower
K-77989T-8A

Features
• Single Rocker handle allows for both volume and

temperature control
• Includes 35 mm mixing valve
• Shift+™ Round multifunction handshower offers full

coverage and targeted massage spray options
• Full Coverage with Katalyst™ air-induction technology

delivers a drenching spray experience, ideal for rinsing
shampoo from hair

• Targeted spray is a focused stream for targeting sore
muscles or use as a utility spray

• 2.5 gpm (9.5 lpm) handshower maximum flow rate at 80 psi
(5.5 bar)

• Coordinates with Components faucets, accessories, and
showering components to complete your bathroom

Material
• Premium material construction for durability and reliability
• KOHLER® finishes resist corrosion and tarnishing

Installation
• G 1/2 inlet connection
• Deck-mount
• Two-hole installation

Recommended Products/Accessories
K-23723 Faucet cleaner
K-26305 Ceiling-mount single-function dual rainhead arm

Codes/Standards
Plumbing Standards

GB 18145

KOHLER® Faucet Lifetime Limited
Warranty
See website for detailed warranty
information.
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Technical Information
All product dimensions are nominal.

Handshower:
Rated maximum

flow:
2.5 gal/min (9.5 l/min)

Notes
For use with automatic compensating valves
rated at 2.5 gal/min (9.5 l/min) or less.
Install this product according to the
installation instructions.
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