
BEFORE YOU BEGIN

All information is based on the latest product 

information available at the time of publication. Kohler 

Co. reserves the right to make changes in product 

characteristics, packaging, or availability at any time 

without notice. 

Please leave these instructions for the consumer. 

They contain important information.

NOTE:

These products should be located and mounted  

to a wall. While it is possible to mount them to any 

surface, a stud or concrete mounted product will yield 

the best results. 

DANGER: ( Risk of personal injury )

These products are not designed or intended for use 

as a grab bar or support bar. Do not install any 

of these products in any area where they are likely  

to be used inadvertently as a grab bar or support bar.
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ROUGH-IN DIMENSIONS

 
ACCESSORY INSTALLATION INSTRUCTIONS 
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**Color code must be specified when ordering

 
ACCESSORY SERVICE PARTS 
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16143T      

16148T    18″

16150T    24″

58270**

Plate

1061576

Screw Kit

52306

Screw

1161339**

Post

73857**

Post

58272**

Robe

74376

Screw

58499**

Ferrule

58502**

Sleeve

58501

Towel Bar

76521**

Sleeve

76522

Towel Bar

58272**

Robe

74376

Screw

52092

Glass Shelf

1168822**

Post Assem bly

73904**

Post Assem bly

52307

Setscrew

77434

Hex W rench

AccessoriesAccessories

2
9

94.5

7

2
9

7

31

5
8

8
3
.3

3
1 7

693

58



                                                                                  

     1156504-2-A                                                                                                                                                       2   

16145T

How To Install The Plate

 
Loosen the screw(3) on the post(2) with 

hex wrench(1), remove the plate(4) from 

the post.

Only For 16140T/16141T/

16142T/16146T/16149 

Select a location on the vertical wall to 

install the plate.

Mark anchor(5) mounting hole locations 

on wall as shown, ensure the large 

slotted mounting hole of the plate(4) up, 

the smaller hole of the plate down and 

two screw holes are vertical. Drill holes 

in the finished wall as required.

(1) (2)

(3) (4)

16140T/16141T/16142T/

16146T/16149T

(5)

(4)
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**Color code must be specified when ordering

 
ACCESSORY SERVICE PARTS 
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16140T    

16141T    

16142T    

16146T    

16149T           

1061576

Screw Kit

58270**

Plate

74376

Screw

1093960**

Roller Assem bly

36706

Soap Dish Insert

1166808**

Soap Dish Assy

50624**

Sleeve

52306

Screw

1158344-A**

Post

1166810**

Holder Assy

1014803

Tum bler

58202**

Ring

58493

Insert

1161339**

Post

58272**

Robe

58495**

Robe Hook

1158344**

Post

74376

Screw

74376

Screw

74376

Screw74376

Screw

52306

Screw

52306

Screw

58272**

Robe

50624**

Sleeve

1158344**
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Robe

77434
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How To Install Towel Ring

Slide the post(2) of the towel ring kit(7) 

onto the plate(4). Orient the screw hole 

of the post downward. Tighten the 

screw(3) with the hex wrench(1) to 

secure the towel ring kit.

(4) (7)

(2)

(1) (3)
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How To Install The Toilet 

Tissue Holder

Slide the post(2) of the toilet tissue 

holder kit(8) onto the plate(4). Orient 

the screw hole of the post downward. 

Tighten the screw(3) with the hex 

wrench(1) to secure the toilet tissue 

holder kit. If needed, remove the roll 

assembly(9) to install toilet paper, then 

reinstall the roll assembly.

(4) (8)

(2)

(1) (3)

(9)

Only For 16143T/16145T/ 

16148T/16150T 

Select a location on the vertical wall to 

stick the templet, ensure the templet is 

level and keep the smaller hole down as 

shown. Drill holes in the finished wall as 

required.

Only For 16152T

Select a location on the vertical wall to 

install the double toilet tissue holder.

As shown, mark the center points on the 

finished wall, and keep the 

center-to-center distance at 

170~195mm. Use a level to ensure that 

all center points are level and 

equidistance. 

Mark anchor(5) hole locations vertically 

12.7mm above and below the certer 

points as shown. Drill holes in the 

finished wall as required.

NOTE: Ensure that all center points are 

level, or may result in slant of tissue 

holder. 

For All Products

Press the anchor(5) into the holes. 

Orienting the large slotted mounting hole 

of the plate up, the smaller hole of the 

plate down and two screw holes are 

vertical, secure the plate(4) with the 

self-tapping screws(6). 

16143T/16145T/16148T/

16150T 

16152T

170~195mm

12.7mm (5) 

(4)

(5) (6)

(4)

PN:XXXXXXX
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Center point LevelLevel

Center pointer point

1
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Mounting holeMounting hole

CLEANING INSTRUCTIONS

All Finishes: Clean the finish with mild soap and warm 

water. W ipe entire surface completely dry with a clean 

soft cloth. Many cleaners may contain chemicals, such 

as ammonia, chlorine, toilet cleaner etc. W hich could 

adversely affect the finish and are not recommended for 

cleaning.

Do not use abrasive cleaners or solvents on Kohler 

faucets and fittings. 
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How To Install Oval Mirror

NOTE: Ensure the post kits(16) are 

properly aligned and securely anchored. 

If not, damage to the mirror may occur.

Loosen the screws(17) on the post kits 

with the hex wrench(18). Remove the 

robes(19) on the post kits. Install the 

connectors(20, 21) of the mirror kit(22) 

into the post kits. Screw the robes onto 

the connectors and tighten them. 

Tighten the screws(17) with the hex 

wrench(18).

Slide the post kits onto the plates(4). 

Orient the screw hole of each post 

downward. Tighten the screws(3) with 

the hex wrench(1) to secure the post 

mirror.

(16)

(18)

(17) (19)

(22) (20, 21)

(18) (17)

(4)

(1)

(3)

How To Install Glass Shelf

NOTE: Ensure the post kits(12, 13) are 

properly aligned and securely 

anchored. If not, damage to the glass 

may occur.

Slide the posts(2) of the post kits(12, 

13) onto the plates(4). Orient the screw 

hole of each post downward. Tighten 

the screws(3) with the hex wrench(1) to 

secure the post kits.

Loosen the screws(14) on the post kits 

with hex wrench(1). Slide the glass(15) 

through the slot each the post kit. 

Ensure the glass is level. Tighten the 

screws(14) with the hex wrench(1) to 

secure the glass. But don’t overtighten.

(12, 13)

(4) (12, 13)

(2)

(1) (3)

(1)

(14) (15)

(1)

(14) 固定玻璃

How To Install Robe Hook

Slide the post(2) of the robe kit(23) onto 

the plate(4). Orient the screw hole of 

the post downward. Tighten the screw 

(3) with the hex wrench(1) to secure the 

robe kit.

(4) (23)

(2)

(1) (3)

How To Install Toothbrush/ 

Tum bler Holder

Slide the post(2) of the tumbler holder 

kit(25) onto the plate(4). Orient the 

screw hole of the post downward. 

Tighten the screw(3) with the hex 

wrench(1) to secure the tumbler holder 

kit. Place the tumbler(26) on the 

tumbler holder. If needed, remove the 

tumbler, after using reinstall it.

(4) (25)

(2)

(1) (3)

26)
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How To Install Double Toilet 

Tissue Holder

Slide the post(2) of the post kit(27) onto 

the left plate(4). Orient the screw hole 

of the left post downward. Tighten the 

screw(3) with the hex wrench(1) to 

secure the post kit.

Slide the post(2) of the post kit(28) onto 

the middle plate(4). Orient the screw 

hole of the middle post downward. 

Tighten the screw(3) with the hex 

wrench(1) to secure the post kit. 

Slide the post(2) of the post kit(29) onto 

the right plate(4). Orient the screw hole 

of the right post downward. Tighten the 

screw(3) with the hex wrench(1) to 

secure the post kit. 

 

Compress roller assemblies(30) to 

install them into post kits. If needed, 

remove the roll assemblies to install 

toilet paper, then reinstall the roll 

assemblies.

(4) (27)

(2)

(1) (3)

(4) (28)

(2)

(1) (3)

(4) (29)

(2)

(1) (3)

(30)

How To Install Towel Bar

Slide the posts(2) onto the towel bar 

kit(24) onto the plates(4). Orient the 

screw hole of each post downward, 

Tighten the screw (3) with the hex 

wrench(1) to secure the towel bar kit.

(4) (24)

(2)

(1) (3)

Ensure that all connections are 

tightened.

Ensure the glass shelf is level.

Ensure all setscrews face straight 

down.

INSTALLATION CHECKOUT
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How To Install Soap Dish

Slide the post(2) of the soap dish 

holder kit(10) onto the plate(4). Orient 

the screw hole of the post downward. 

Tighten the screw(3) with the hex 

wrench(1) to secure the soap dish 

holder kit. If needed, remove the 

plastic soap dish(11) to install soap, 

then reinstall the soap dish.

(4) (10)

(2)

(1) (3)

(11)
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**

**Color code must be specified when ordering

 
ACCESSORY SERVICE PARTS 
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16145T    

16152T    

1061576

Screw Kit

1061576

Screw Kit

73857**

Post

58272**

Robe

58272**

Robe

1161339**

Post

73857**

Post

73857**

Post

74376

Screw

76517**

Ferrule

58270**

Plate

58270**

Plate
74376

Screw

52306

Screw

52306

Screw

1093960**

Roller Assem bly

62526

Stud

1166809-**

Mirror Assy

77434

Hex W rench

1166807

Hex W rench

16145T

Accessories


